LEGEND GENERAL NOTES:

EXISTING TREE (DEC/EVG) 1. All plant materials shall be of the size, variety and species designated in the contract, in healthy
condition with well developed branch and root systems, and shall meet specifications of the
EXISTING SHRUB (DEC/EVG) American Association of Nurserymen (AAN) for number one grade. All trees shall be balled and
@ burlapped or equivalent. All plant materials shall have all wire, twine or other containment
SHADE TREE : : )
materials, except for burlap, removed from the trunk and rootbal of the plant prior to planting.
O ORNAMENTAL TREE
. 2. Location of all landscape material is schematic. Final locations to be determined in the field by the
i:} EVERGREEN TREE Owner's Representative. All trees and shrubs shall be a minimum of 3' from all walks or curbs
) EVERGREEN SHRUB (measured from center of plant).
— STt RSN ©) DECIDUOUS SHRUB 3. Contractor is responsible for verifying quantities. In the case of disrepancies, drawing symbols shall
AA‘IAQ take precedence over written quantities.
A" o ORNAMENTAL GRASS
SHRUB BED 4. Trees shall not be planted closer than 4' to any gas or electrical line and no closer than 10 feet to
any water or sewer line. Shrubs shall not be planted closer than 4 feet to any water or sewer line.
GROUNDCOVER/ Tree planting shall be coordinated with the Public Service Company. Locations of all utilities shall
\ PERENNIAL be verified in the field prior to planting. A horizontal distance of 40" between trees and streetlights
AT NS e T N e e > — shall be maintained.
g_(B;MJS 981 S.F. 3-CPJ SR Y/ R oV S N T NG = .*J  NATIVE TURF (SEED)
NOTE: ST - 5-TS 9-FRG N NS T A e e e \ N _ L
ADJACENT o el SNOW STORAGE 3-CP(J) - NN AT e L AN T N BLUEGRASS TURF (EXIST) 5. Grades shall be set to allow for proper drainage away from all structures. Grades shall maintain
PARKING || b~ [/ EXISTING BED, 312 SF TOBE NN e Y R L N e | ok smooth profiles and be free of surface debris, bumps and depressions.
I AN 219 S.F. LANDSCAPED AS PART OF R LIGHT (EXIST/PROPOSED)
APPROX. N/ ey
3 LOWER I -9 GROUNDS MAINTINANGE EXISTING BED 564 SF P BENCH 6. Owner shall ensure that the landscape plan is coordinated with the plans done by other consultants
| j s == ¢ so that the proposed grading, storm drainage, or other construction does not conflict nor preclude
A \S-FRG ‘ e . BIKE RACK installation and maintenance of landscape elements on this plan.
SRR 3-HCB TRASH RECEPTACLE 7. All shrub beds adjacent to turf areas shall be edged with Ryerson steel edger or approved
| - 60 2 ‘ ﬁI equivalent steel edger.
RIS = ¢ ST —--— PROP.LINE
IR C )] S 8. Prior to installation of plant materials, areas that have been compacted shall be thouroughly
~ - ————6-GMC I GAS LINE . _ _ .
o TR F _ 5.FRG el loosened. All new planting bed areas to receive the following amendments per 1000 SF: 4 cubic
— ” RN - i R . WATER LINE yards "Supreme Organics" Compost or Approved Equivalent (50% Rotted cow manure, 50% wood
= Ll S R \ STORM SEWER fines) plus 25 Ibs Biosol organic fertilizer/1,000 sf. Native seed areas shall receive Biosol organic
S::: ) EXISTING SERVICE | fertilizer at 800 Ibs. per acre. Rototill amended planting areas to a depth of 8 inches.
o N SNOW STORAGE EASEMENT | \ Maad e \ UNDERGROUND ELECTRIC _ _ _ _
S R G 9. Any turf areas damaged during construction shall be repaired. All sod areas unless otherwise noted
— ..+ - L——EXISTING STORM DRAIN N ) : : : ) - .
= s N A —x—  FENCE will be sodded with a low-water demanding blend. Dryland/native seed to suit specific soil
EJ) Ny N conditions and maintenance requirements.
< : \ o OVERHEAD POWER
P EXISTING BED ;—3 \ A BUILDING ENTRY 10. During construction, prevent cleaning of equipment, the storage or disposal of waste building
< 502 SF o | materials (i.e. paint, oils, solvents, asphalt, concrete, mortar) within the driplines of any protected
\l x \ tree or group of trees.
\ = \ 8. Alllandscape plantings shall be automatically irrigated. Plants are grouped by water use to
o conserve water. Irrigation shall be zoned accordingly. Tap and backflow prevention device size
\ e ?\) \ and location to be determined with the irrigation plans.
B! ','NFLOODPLAIN = \ 9. All new shrub beds will be mulched with a 3" layer of woodbark mulch over weed barrier fabric.
EXISTING BED, 312 SF TO BE ‘B - o | Perennial and groundcover areas shall be mulched with 3" shredded woodbark mulch.
B == O LANDSCAPED AS PART OF GROUNDS )
|. A R I EXISTING STONE PLANT BED MAINTINANCE oo \ 10. Refer to the City of Boulder Design and Construction Streetscaping Standards.
> « 3 \ 11. Refer to Civil drawings for grading and utility information.
EXISTING CONCRETE —— ‘ S \
\ Site Conditions Area (SF) |Notes
'\ TOTAL LOT AREA 302,697
‘ BUILDING FOOTPRINT TOTAL 48,108 |Sherrifs HQ (38,833 sf) Coroner's office (9,275)
TOTAL PARKING AREA 96,363
PARKING STALLS REQ'D 213|Based on 85,399 sf of building area
N PARKING STALLS PROVIDED 210
D/'////Jr/m\\\\%§
R \‘ \ Landscape Requirements Required Existing Proposed Total Notes
EXISTING WALL | Wy, \ Streetscape/ROW
| \‘ | % * é \ 1Tree/40LF (280 FT) | 7| 5 0| 5|existing, restricted by utilities and drainage
' N
I\
Parking Lot Landscape (lot area: 96,373sf)
| Underplanted beds in front lot to be planted as part of
] Interior landscaping- 10% of lot 9,637 6,055 4,088 10,143 |maintenance
EXISTING BUILDING 38,833 SF H.o e // “‘ i, NATIVE GRASSES IN \ 1 Tree/200 sf of landscape 51 20 22 42 |restricted by utiliites
/ §\\ ///é ADJACENT DITCH Perimeter lot landscape (833 If) 4,998 - 6,922 6,922 [north, east and south borders
////// %/lll\\§ ‘\ Perimeter lot landscape, east (830 If) 4,980 | - - - restricted and buffered by floodplain, drainage, utils
T - Perimter landscaping required assumes total length times 6' width
I \\\\\"’/”@ \
; #+ é ”/// H
= :3\\\\\ 2 Site Landscape (158,226)
' & O G %//l/ﬂ\\\\\% + B \ Trees 105 62 44 106
. K/ \ Shrubs 527 161 462 623
\ 1Tree and 5shrubs/1,500 sf not covered by building or parking
o~
| Ml \
x \ ), P .
" |\ s\\\\\ 2 ' Boulder County Administrative Services | REVISION DATE BOULDER COUNTY
< | =z '\ § Building Services Division - Architects Tec Doc Review 07/15/2013
EXISTING WALL TR 2020 131 Stoot CORONER FACILITY
o Boulder, Colorado 80302 HE -
QL N Tel: 3034413957 Seulhile 5600 Flatiron Parkway
m s | 2 _ County Boulder, Colorado 80301
| | Z S Fax: 303-441-1718
N T \
\% %) Applicant Information Project No: 13-005
= v \ Boulder County Administrative Services LANDSCAPE PLAN
| r<n | Building Services Division - Architects NORTH
P.O. Box 471
\ ( ) Grow Studio LLC
154 So. 35h Street Bou.lde.r, Colorado 80306
I AV QTOW Boulder, CO 80305 Application Type:  TEC DOC REVIEW
DRAWNBY: TJR/BLR  CHECKEDBY: TJR Studio 303.963.5452 Case No.: — .
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CHECKED BY: RJH

APPROVED BY:
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TREE PROTECTION

PLANT LIST:

o} 37 CLP

EVERGREEN TREE DECIDUOUS TREE

OPPOSITE SIDE SAME OPPOSITE SIDE SAME

NOTES:

‘
Al
TRUNK PLUMB /—\ND\M

SOD—-FREE
BASE AROUND

PROTECTIVE CAP
SECURED TO STAKE

NW% NW%

TREES UNDER

TREES 2"
CLP AND UP

STAKING PLAN
WRAP PER SPECIFICATIONS.

‘ 1. WRAP TRUNK WITH 4" TREE
STRAIGHT Il 2. SEE SPECS FOR PLANTING OF
HHHHHHHHH ‘ VINES AND GROUND COVERS.
?EEGEEENTSSJWE% il HH‘ 3. DETAIL IS TYPICAL IN INTENT ONLY.
W
S O TREE ‘HH ‘ RUN DOUBLE STRAND 12 GAUGE
WIRE THROUGH GROMMETS IN 2"
MULCHED, TENSION

NYLON STRAP. RUN WIRE TO
POST AND TWIST FOR SLIGHT

THAN BALL
DIAMETER )|
ROOT BALL TO BE )\
2" ABOVE _ g
FINISHED 222

BACKFILL

TREES PER
SPECIFICATIONS ¢
H DECIDUOUS | _EVERGREEN
PLANT PIT SHRUB SHRUB
TWO TIMES
LARGER BACKFILL

UNDISTURBED SUBGRADE

REMOVE ALL FOREIGN MATERIALS FROM TRUNK AND BALL GRADE
FOLD BACK TOP HALF OF UNTREATED BURLAP

FINISH GRADE WITH
SOD OR MULCH,
SEE PLAN

PLANT PIT
TWO TIMES
LARGER
THAN BALL
DIAMETER.
ROOT BALL
TO BE 1"
ABOVE
FINISHED
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TREE AND SHRUB PLANTING
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Boulder, Colorado 80302
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EVERGREEN TREES
Mature
Sym. | Qty |Botanical Name: Common Name: Size: |Height: |Notes
CBS 4 |Picea pungens 'Coloratus’ Colorado Blue Spruce &' 40-60' |B&B, Strong Leader, balanced form
BP 3 Pinus heldreichii Bosnian Pine &' 15 B&B, Strong Leader, balanced form
DECIDUOUS TREES
Mature
Sym.| Qty |Botanical Name: Common Name: Size: |Height: |Notes
CH 3  |Celtis occidentalis Hackberry 2" 40-50' |B&B, Straight trunk, single stem, full form
IHL 7 Gleditsia triacanthos inermis Imperial Honey Locust 2" 30-40' |B&B, Straight trunk, single stem, full form
KTC 5 Gymnocladus dioica 'Espresso’ Espresso Kentucky Coffeetree 2" 40'-60' |B&B, Straight trunk, single stem, full form
ORNAMENTAL TREES
Mature
Sym.| Qty |Botanical Name: Common Name: Size: |Height: |Notes
HWM 15 |Acer tartaricum 'Hot Wings' Hot Wings Maple 2" 15-18' |B&B, Multi-stem, full form
CCcP 2 |Pyrus calleryana ‘Chanticleer’ Pear 2" 25'-35' |B&B, Straight trunk, single stem, full form
ISL 5 Syringa reticulata 1vory Silk' Ivory Silk Lilac Tree 2" 20-25' |B&B, Straight trunk, single stem, full form
EVERGREEN SHRUBS
Mature
Sym.| Qty |Botanical Name: Common Name: Size: |Height: |Notes
BMJ 84 |Juniperus sabina ‘Broadmoor' Juniper - Broadmoor 5 gal 12"-18" |Cont. Well rooted, full and bushy
CPJ 19 |Juniperus x media ‘Pfittzeriana Compacta’ |Juniper - Compact Pfitzer 5 gal 3-4' Cont. Well rooted, full and bushy
SGJ 6 |Juniper x pfitzeriana' Sea Green' Sea Green Juniper 5 gal 5-6 Cont. Well rooted, full and bushy
MGJ Juniperus sabina 'Moonglow Moonglow Juniper 5 gal. 10-12" |Cont. Well rooted, full and bushy
SHRUBS
Mature
Sym.| Qty |Botanical Name: Common Name: Size: |Height: |Notes
GMC | 24 |Ribes alpinum Green Mound Currant 5 gal 3-4  |Cont. Well rooted, full and bushy
HCB 21 |Symphoricarpos x chenaultii 'Hancock' Hancock Coral Berry 5 gal 2 Cont. Well rooted, full and bushy
cc 37 |Caryopteris x clandonensis Blue Mist Spirea 5 gal 3-4 Cont. Well rooted, full and bushy
TSQ 57 |Chaernomies x superba 'Texas Scarlet’ Texas Scarlet Quince 5 gal 3-4 Cont. Well rooted, full and bushy
GDP 58 |Potentilla fruticos 'Gold Drop' Gold Drop Potentilla 5 gal 2-3  |Cont. Well rooted, full and bushy
PBS 19 |Prunus besseyi 'Pawnee Buttes' Creeping Western Sandcherry | 5 gal 15"-30" [Cont. Well rooted, full and bushy
GLS 13 |Rhus aromatica 'Gro-Low' Gro-Low Sumac 5 gal 2-3 Cont. Well rooted, full and bushy
TLS 77 |Rhus triloba ‘Autumn Amber' Autumn Amber Sumac 5 gal 12"-18" |Cont. Well rooted, full and bushy
WSB 14 |Symphoricarpus albus White Snowberry 5 gal 36" |Cont. Well rooted, full and bushy
RBC 17 |Symphoricarpus orbiculatus Coral Berry 5 gal 2-3  |Cont. Well rooted, full and bushy
CL 3 |Syringa vulgaris Common Lilac 5 gal 8-10' |Cont. Well rooted, full and bushy
WFT 8 Viburnum ‘Mohican' Wayfaring Tree Viburnum 5 gal 6-8' Cont. Well rooted, full and bushy
GRASSES
Mature
Sym.| Qty |Botanical Name: Common Name: Size: |Height: |Notes
FRG 49 |Calamagrostis acutiflora 'Karl Foerster' Feather Reed 1 gal. 3-4 Cont. Well rooted, full and bushy
MLM 7 Miscanthus sinensis 'Morning Light’ Morning light miscanthus 1 gal. 2-3 Cont. Well rooted, full and bushy
LBS 42 |Schizachyrium scoparium ‘The Blues' The Blues Little Bluestem 1 gal. 3-5 Cont. Well rooted, full and bushy
PERENNIALS
Mature
Sym.| Qty |Botanical Name: Common Name: Size: |Height: |Notes
SDO | 152 |Hemerocallis ‘Stella d'oro’ Dayliliy 1 gal. 15" [Cont. Well rooted, full and bushy
SMN | 27 |Salvia nemorosa May Night' May Night 1gal. | 18'-24" |Cont. Well rooted, full and bushy
MULCH
Mature
Quan. Type Name Size: |Height: |Notes
Wood Mulch Western Red Cedar shredded |shredded |Free of sticks, clumps and debris
TURF
Seed |Mature
Quan. Type Rate |[Height: |Notes
13,321 sf Native Grass Mix (Low Grow Grass Mix) 25 lbs/ac |12" Available from Arkansas Valley Seed
30% Ephraim Crested Wheatgrass 7.5
25% Sheep Fescue 6.25
20% Perennial Rye 5
15% Chewings Fescue 3.75
10% Kentucky Bluegrass 2.5
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IRRIGATION CONSTRUCTION NOTES

1.

10.

11.

12.

13.

14.

15.

16.

17.

REFER TO SHEET

DRAWINGS AND BASE INFORMATION - ALL BASE AND PLANTING INFORMATION HAVE BEEN PROVIDED BY GROW STUDIO. THE
CONTRACTOR 1S RESPONSIBLE TO NOTIFY HYDROSTSTEMSKD! OF ANYT DISCREPANCIES BETWEEN THE UTILITY OR PLANTING
PLANS AND THE IRRIGATION PLAN. IF CONTRACTOR FAILS TO NOTIFY HYDROSYSTEMSKD| AND MAKES CHANGES TO THE
IRRIGATION STSTEM DESIGN, HE ASSUMES ALL COSTS AND LIABILITIES ASSCOCIATED WITH THOSE FIELD CHANGES. REFER TO
SPECIFICATIONS FOR ADDITIONAL PROJECT REQUIREMENTS.

SYSTEM PRESSURE - HYDROSTSTEMSKDI HAS CONTACTED THE LOCAL WATER DISTRICT THAT SERVES THIS SITE AND THEY
HAVE BEEN TOLD THAT THE STATIC WATER PRESSURE IN THIS AREA SHOULD BE 85PSL THE CONTRACTOR 1S RESPONSIBLE
TO FIELD VERIFY PRESSURE PRIOR TO COMMENCING ANYT CONSTRUCTION AND NOTIFY HYDROSTYSTEMSKD| OF ANY
VARIANCE FROM THE STATED PRESSURE. |[F CONTRACTOR FAILS TO FIELD VERIFY PRESSURE AND/OR NOTIFYT
HYDROSTSTEMSHKD! OR ANYT VARIATIONS FROM THIS PRESSURE, THEN HE ASSUMES ALL CONSTRUCTION AND ENGINEERING
COSTS ASSOCIATED WITH STSTEM MODIFICATIONS REQUIRED TO ACCOMMODATE ACTUAL SITE PRESSURE. THIS STSTEM HAS
BEEN DESIGNED FOR A REQUIRED STATIC PRESSURE OF 85 PSI MINIMUM.

IRRIGATION SYSTEM OPERATION INTENT - THIS IRRIGATION STSTEM HAS BEEN DESIGNED TO IRRIGATE THE ESTABLISHED
LANDSCAPE WITHIN A THREE NIGHT PER WEEK, EIGHT HOUR PER NIGHT WATERING WINDOUW. ESTABLISHMENT WATERING WILL
REQUIRE UP TO TWICE AS MUCH IRRIGATION FOR A FOUR TO SIX WEEK PERIOD. THE DESIGN 1S BASED ON THE FOLLOWING
PROJECTED WEEKLY APPLICATION RATES AFTER ESTABLISHMENT. THESE FIGURES ARE BASED ON A 20-TEAR AVERAGE
WEATHER DATA AND UWILL NEED TO BE ADJUSTED DUE TO SEASONAL CHANGES AND WEATHER CONDITIONS ABOVE AND
BELOW THE AVERAGE VALUES UTILIZED.

BLUEGRASS TURF 1.75" PER WEEK PEAK SEASON

ORNAMENTAL PLANTINGS 1.00" PER WEEK PEAK SEASON

NATIVE SEED MIXES 1.00" PER WEEK PEAK SEASON (TWO SEASONS)
NOTE: [T 1S THE INTENT OF THIS DESIGN THAT NATIVE AREAS WOULD ONLY BE IRRIGATED FOR ESTABLISHMENT.

EQUIPMENT INSTALLATION - IT IS THE INTENT OF THIS DESIGN THAT ALL IRRIGATION EQUIPMENT BE INSTALLED WITHIN
PROPERTY LIMITS AND WITHIN LANDSCAPED AREAS. ANY EQUIPMENT SHOUN OUTSIDE OF THESE LIMITS 1S SHOWN IN THAT
LOCATION FOR GRAPHICAL CLARITY ONLY. ALL VALVE BOXES SHALL BE INSTALLED A MINIMUM OF 2'-@" FROM EDGE OF
ANY PAVED SURFACES. ALL VALVE BOXES SHALL BE PLACED A MINIMUM OF 2'-@"' FROM THE CENTERLINE OF ANY
DRAINAGE SWALE.

SLEEVING - ALL SLEEVING UNDER PAVED SURFACES SHOUWN ON PLANS 1S BY CONTRACTOR UNLESS OTHERWISE NOTED.
SLEEVING SHALL BE INSTALLED IN THE SIZES AND QUANTITIES SHOUWN ON PLANS OR BASED ON THE SCHEDULE BELOW.
WHERE SLEEVES ARE SHOUN, BUT NOT LABELED, FOLLOW THE SCHEDULE BELOW. ALL MAINLINE, CONTROL WIRES AND DRIP
LINES UNDER PAVED SURFACES ARE TO BE INSTALLED IN SLEEVING.

SLEEVED PIPE SIZE/WIRE QUANTITY  REQUIRED SLEEVE SIZE & (QUANTITY)

2 - W PIPING 2" PvC (1)
' - 2" PIPING 4" 2ve ()
-5 CONTROL WIRES 3" PVC (1)

POP-UP SPRAY NOZZLES - CONTRACTOR TO INSTALL PLASTIC NOZZLES ON ALL POP-UP SPRAY HEADS. INSTALL 15 SERIES
NOZZLES ON ALL HEADS SPACED AT 12' TO 14 INSTALL 12 SERIES NOZZLES ON ALL HEADS SPACED 1@' TO Il INSTALL 1©
SERIES NOZZLES ON ALL HEADS SPACED AT &' TO 3. INSTALL 8 SERIES NOZZLES ON ALL HEADS SPACED LESS THAN 1.
INSTALL SIDE STRIP NOZZLES ON ALL HEADS WITH AN 'S" DESIGNATION AND RIGHT AND LEFT CORNER STRIP NOZZLES ON
ALL HEADS WITH AN 'C" DESIGNATION. VARIABLE ARC NOZZLES SHOULD BE UTILIZED ADJACENT TO CURVILINEAR SHRUB
BEDS OR FOR ANT ANGLES THAT ARE NOT A STANDARD NOZZLE ANGLE.

DRIP IRRIGATION - REFER TO IRRIGATION DETAIL SHEET FOR DRIP EMITTER QUANTITIES AND PLACEMENT.

SPARE CONTROL WIRES - CONTRACTOR SHALL EXTEND THREE SPARE WIRES (ONE COMMON AND 2 CONTROL WIRES) FROM
EACH CONTROLLER TO THE END OF THE MAINLINE SERVING THAT CONTROLLER OR AS SHOWN ON THE PLANS. INSTALL
SPARE WIRES IN 12" ROUND VALVE BOX WITH QUICK COUPLING VALVE. REFER TO SPECIFICATIONS FOR WIRE COLOR. SEE
IRRIGATION SCHEDULE FOR ADDITIONAL INFORMATION.

ADJUSTMENT - CONTRACTOR SHALL FINE TUNE/ADJUST THE IRRIGATION STSTEM TO REDUCE/AVOID OVERSPRAYT ONTO HARD
SURFACES BY ADJUSTING NOZZLE DIRECTION AND NOZZLE RADIUS.

EXISTING IRRIGATION DAMAGE - CONTRACTOR SHALL REPAIR OF REPLACE ANY EXISTING IRRIGATION STSTEMS DAMAGED
DURING NEW INSTALLATION. REFPAIR OR REFPLACEMENT SHALL BE DETERMINED BY OUNER OR OUWNER'S REPRESENTATIVE
AND PAID FOR BY THE LANDSCARPE CONTRACTOR

EXISTING IRRIGATION COORDINATION - EXISTING IRRIGATION SYSTEM SHALL NOT BE TURNED OFF FOR MORE THAN 24 HOURS
MAXIMUM., CONTRACTOR SHALL COORDINATE TURN OFF OF STYSTEM WITH OWNER OR MAINTENANCE STAFF 12 HOURS PRIOR
TO ANY NEW CONSTRUCTION.

SIMULTANEOUS ZONE OPERATION - THIS IRRIGATION STSTEM HAS BEEN DESIGNED TO OPERATE MULTIPLE ZONES
SIMULTANEOUSLY BASED ON INDIVIDUAL ZONE FLOW. THE DESIGN INTENT 1S THAT FROM | TO 2 ZONES CAN BE OPERATED AT
THE SAME TIME.

UNLABELED PIPING - ALL UNLABELED LATERAL PIPING SHALL BE I' MINIMUM UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL TRENCH MAINLINE AT LEAST 5 FT. FROM TREES, PAINT PROPOSED MAINLINE ROUTING AND OBTAIN APPROVAL
FROM CITY STAFF, PRIOR TO ANY INSTALLATION.

WHERE MAINLINE CROSS EXISTING ASPHALT AREAS, BORE THE NEW SLEEVES. SEE PLANS FOR SLEEVE NUMBERS AND SIZES. ALL
CROSSINGS OF EXISTING WALKS SHALL BE BORED. MAINLINE AND WIRES SHALL BE INSTALLED IN SEPARATE SLEEVES.

CONTRACTOR SHALL SOD ALL MAINLINE, NIRE AND LATERAL LINE TRENCHES, VALVE BOX AREAS, AND AREAS EXCEEDING 10 SF
INSIDE AND OUTSIDE OF INDICATED WORK LIMITS UTILIZING FULL NIDTH ROLLS OF SOD. NEW SOD GRADE SHALL MATCH ADJACENT,
UNDISTURBED GRADE. ROLL NEN SOD AS REQUIRED TO MESH EVENLY WITH EXISTING TURF. SOD CUT FOR MAINLINE INSTALLATION
MAY BE REUSED TO SOD MAINLINE TRENCHES. CONTRACTOR WILL BE REQUIRED TO REPLACE REUSED SOD PER SPECIFICATIONS
FOR NEW SOD. IF SOD 1S CUT AND NOT REUSED FOR A PERIOD EXCEEDING 45 HOURS, IT MAY NOT BE REUSED. NO SODDING OR
SEEDING SHALL OCCUR BETWEEN OCTOBER 1 AND APRIL 15 AND SHALL NOT OCCUR WITHOUT IRRIGATION SYSTEM BEING
OPERATIONAL - UNLESS OTHERWISE NOTED ON PLANS.

EXCESS DIRT GENERATED BY TRENCHING OPERATIONS SHALL BE DISPOSED OF BY CONTRACTOR AT ON-SITE LOCATION TO BE
DESIGNATED BY OANER.

11.01 IRRIGATION NOTES AND SCHEDULE
11.02 - 11.03 IRRIGATION PLANS
11.03 - 11.05 IRRIGATION DETAILS

IRRIGATION SCHEDULE
SYMBOL MANUFACTURER MODEL NO. DESCRIPTION DETAIL NO.

cGe RAIN BIRD B A e = NOZELE POPUP SPRAY HEAD |
¢S o™ e, HUNTER TRESoe TRee SR T POPUP ROTARY SPRAT HEAD |
¢ T & ¢ HUNTER -20-06-95-R W/ #* NOZZLE GEAR DRIVEN ROTOR 2
<« RAIN BIRD PESBR-PRS-D ELECTRIC CONTROL VALVE 3

v RAIN BIRD 5-NP QUICK COUPLING VALVE 4
RAINMASTER RME24EGI-T ELECTRIC CONTROLLER 5

® HUNTER WRF-CLIK RAIN SHUT-OFF DEVICE 6
L1 FEBCO 8257 A BACKFLOW PREVENTER T

N/S GUARDSHACK GS-I BACKFLOW PREVENTER ENCLOSURE &

N/S MATCO 201x MANUAL DRAIN VALVE 3
>« LINE SIZE GATE VALVE 12

- CLASS 200 BE - 25" ¢ SMALLER PvC MAINLINE I
CLASS 200 BE PVC LATERAL I

— CLASS 160 PVC SLEEVING 12
—————— CLASS 200 BE - I" PVC DRIP LATERAL I

NS\ IRRITROL DURA-POL POLY DRIP TUBING -%,' MIN. WIDTH IRRE

D RAIN BIRD XCZ-100-PRF DRIP VALVE ASSEMBLY 12

“ DRIP LINE BLOW-OUT STUB 14

N/S RAIN BIRD XERI-BUG DRIP EMITTERS 15
™ WATER METER N/&

C CONTROLLER ¢ STATION NO.
. CONTROL VALVE SIZE
@ﬂmmuem NUMBER OF SPARE WIRES - 2 CONTROL AND | SPARE
WIRES TO WHICH CONTROLLER - SEE CONSTRUCTION NOTES
+ALL IRRIGATION COMPONENTS SHALL BE COLORED PURPLE FOR FUTURE NON-POTABLE WATER USE~

NOT FOR

Know what's below.

Call before you dig.

CALL 3 BUSINESS DAYS IN ADVANCE BEFORE YOU
DIG, GRADE, OR EXCAVATE FOR THE MARKING OF
UNDERGROUND MEMBER UTILITIES.

REVIEW

CONSTRUCTION
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L981 SF.

| CONTRACTOR TO FIELD ADJIST EXISTING

. IRRIGATION TO NEW LANDSCAPE IN THIS AREA.
CONTRACTOR TO PROTECT AND REPAIR OR
REPLACE ALL EXISTING IRRIGATION AND PLANTING.
CONTRACTOR TO HAND DIG LATERAL LINES AND
DRIP TUBING, AS SHONN, AROUND EXISTING TREES.
COORDINATE WITH CITY TO ASSURE PROTECTION
OF TREES DURING NEN CONSTRUCTION. DO NOT
CUT ANY ROOTS WITHOUT CITY APPROVAL.

e

EXISTING CONTROLLER LOATION "A"

WALL MOUNTED 18 STATION RAINMASTER RME-EGI CONTROLLER AT INDICATED LOCATION.

O
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CONTRACTOR TO FIELD ADJUST EXISTIN
IRRIGATION TO NEN LANDSCAPE IN THIS AREA. e ————
CONTRACTOR TO PROTECT AND REPAIR OR
REPLACE ALL EXISTING IRRIGATION AND PLANTING.
CONTRACTOR TO HAND DIG LATERAL LINES AND
DRIP TUBING, AS SHOAN, AROUND EXISTING TREES.
COORDINATE WITH CITY TO ASSURE PROTECTION
OF TREES DURING NEAN CONSTRUCTION. DO NOT
CUT ANY ROOTS WITHOUT CITY APPROVAL.
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o o w o REFER TO SHEET
11.01 IRRIGATION NOTES AND SCHEDULE
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L ».-‘1“ . L U A NOT FOR
‘!\i < . + . + . + . "\ CONSTRUCTION Boulder County Administrative Services | REVISION | DATE BOULDER COUNTY
- \’J& \ e + . + . + S:zltl)(?:tﬁ ::::tlces Division -rchltects Tec Doc Review 07/15/2013 CORONER FACILITY
W + o+ o+ o+ 4 + Boulder, Colorado 80302 N 5600 Flatiron Parkway

Boulder, Colorado 80301

S

Tel: 303-441-3957 Bcoulder
N \ Fax: 303-441-1718 U

[]
7
R

]
s
"
nd —— d

A T T R

+ + + o+
) '\1 i T . N . N . Applicant Information Project No: 13-005
' _ Boulder County Administrative Services IRRIGATION DETAIL
Q ‘ . - . - N - N %n%gﬂj;i?;%\gﬁ dig HydroSystems-KDI, Inc. 7\, moaton S | Building Services Division - Architects GATIO S
i + + CALL §'§USINE S DAYS IN ADVAN EBEFREYOU ESEGVISBST ggggaf’utaeoig? P.O. Box 471
e R e i o 303-980-6327 Boulder, Colorado 80306
— -- EEEEEE \ u 303-980-5384 (fax) Application Type:  TEC DOC REVIEW I 1 02
DRAWNBY: JUN/IJC  cHeckeD BY:KJD Case No.: .




HEEEEERBE _:H:’ _!! \!!!!
"C_—;w W % A ¥ al fod - - . @ b | \\*X\\U/X// + + + + + + + +
4\\\\\\\\1///// Aﬁ% Lo “ Gﬂ G +lE+  + 4+ + + 4+ + 4+
?;//ﬂl/m\\\\\:ﬁ "Gq’jg/—;%é\v\*qu\;\ﬁ X ////”E\r\\\\\ +++++++++++++++++
EXISTING SHERIFES T S T T e | AR
- 5 : A(D\ma X’QC: s : ?A qA@4 N 0 + + + 4 n n n 4 4
HEADQUARTERS s (- g +\
/ o ——=1 = = + +
T |
Jr\\\\\\!

+

=, S
TN
\\\\\\\ Il
+ +
&
+

[N

|
|
|
|
|
|
|
|
|
|
|
|
|
|
3
|
|
|
4
}
t
|
|
|
|
|
|
|
|
|
|
1
|
|
|
J

Aq “ ) P < A M v \\\\\\”//////%

—H 1 R | = .
S N\

P / - 5 0z M ;

| : o PO L

= CONTRAETOR TO FIELD ADJIST EXISTING
IRRIGATION TO NENWN LANDSCAPE IN THIS AREA.
CONTRACTOR TO PROTECT AND REPAIR OR

CONTRACTOR TO EXTEND DRIFP LINE
FROM THIS APPROXIMATE TO SOUTH
AND IRRIGATE THE 5 NEW TREES
ALONG THE TOP OF THE SLOPE.

REPLACE ALL EXISTING IRRIGATION AND PLANTING.
CONTRACTOR TO HAND DIG LATERAL LINES AND
DRIP TUBING, AS SHONN, AROUND EXISTING TREES.
COORDINATE WITH CITY TO ASSURE PROTECTION
OF TREES DURING NEN CONSTRUCTION. DO NOT
CUT ANY ROOTS WITHOUT CITY APPROVAL.

//
L —1

CONTROLLER LOCATION "B"

WALL MOUNT ONE 24 STATION RAINMASTER RME24EGI-T CONTROLLER, AT INDICATED
LOCATION. 120 VvOLT POWER IS AVAILABLE WITHIN 50 LF. OF CONTROLLER LOCATION FROM
TRANSFORMER/BUILDING/PEDESTAL. ELECTRICAL METER, WIRE/CONDUIT, STEP-DOWN
TRANSFORMER AND POWER CONNECTION TO CONTROLLER 1S BY CONTRACTOR WITH WORK
CONFORMING TO LOCAL CODES. FEES AND PERMITS ASSOCIATED WITH WORK ARE TO BE
OBTAINED AND PAID BY CONTRACTOR. FINAL CONTROLLER LOCATION SHALL BE APPROVED
BY CONSULTANT PRIOR TO INSTALLATION. MOUNT ONE HUNTER RAIN CLIK DEVICE ON BUILDING
WHERE THERE 1S 2@ FT. OF CLEARANCE FROM ANY OVERHANG OR OBSTRUCTING FEATURE.
INSTALL RAIN SENSOR RECEIVER IN CONTROLLER ENCLOSURE. FINAL RAIN SENSOR LOCATION
SHALL BE APPROVED BY CONSULTANT PRIOR TO INSTALLATION.
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REFER TO SHEET

POINT OF CONNECTION #2 - 1"

PEAK FLOW REQUIREMENT: 18 GPM. REQUIRED STATIC PRESSURE: 85 PSI

TIE ONTO 1" COPPER STUB-OUT DOUNSTREAM OF WATER METER AT 54" DEPTH IN THIS
APPROXIMATE LOCATION. INSTALL ONE I'" METER PER BOULDER CITY OR COUNTY
SPECIFICATIONS AND STANDARDS. EXTEND 1" TYPE K SOFT COPPER AT 48" MINIMUM DEPTH
TO BACKFLOW PREVENTER LOCATION. INSTALL ONE [|'" STOP AND WASTE VALVE, ONE "
REDUCED PRESSURE BACKFLOW PREVENTER WITH PROTECTIVE ENCLOSURE, ONE MANUAL
DRAIN VALVE, ONE QUICK COUPLING VALVE AND EXTEND PVvC MAINLINE AS SHOUN. WORK
SHALL CONFORM TO LOCAL CODE. FEES AND PERMITS ASSOCIATED WITH WORK ARE TO BE
OBTAINED AND PAID FOR BY CONTRACTOR. FINAL BACKFLOW PREVENTER LOCATION SHALL
BE APPROVED BY OUWUNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

REVIEW

NOT FOR
CONSTRUCTION

+ + o+
+ o+ o+

+ + o+
+ o+ o+

NORTH SCALE 1"=20'

Know what's below.
Call before you dig.

CALL 3 BUSINESS DAYS IN ADVANCE BEFORE YOU
DIG, GRADE, OR EXCAVATE FOR THE MARKING OF
UNDERGROUND MEMBER UTILITIES.
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Il

CURPR ¢ GUTTER, SIDEWALK
OR HARD SURFACE WHERE
APPLICABLE

POP-UP SPRAY HEAD

SET BOTTOM OF CAP AT GRADE

”E

)5 MIPXFIP SCH. 4@ PvC ELL

%' MIPxFIP MARLEX 9@ ELL
%'xe" SCH. 8@ PVYC NIPPLE

K%' MIPxFIP MARLEX 2@ ELL

PVvC LATERAL PIPING W/ SCH4Q
PVC LINE SIZEX%' SLIPXFIPT FITTING

NOTE:

e SET HEAD PERPENDICULAR TO FINISH GRADE.

e APPLY TEFLON TAPE TO MALE PVC THREADED FITTINGS.
o PRE-ASSEMBLED SWING JOINTS AS MANUFACTURERED BY

30 - @ DEG RAIN BIRD AND HUNTER ARE ACCEPTABLE.

\
POP-UP SPRAY HEAD

SECURE CONTROLLER TO WALL
WITH ANCHOR BOLTS

ELECTRIC CONTROLLER

L

EMT MALE APAPTER W/ WASHER ¢ LOCK
RING

54" MIN.
02" MAX. L]
— EMT CONDUIT - SIZE TO ACCOMMODATE

CONTROL WIRE QUANTITY

] SECURE CONDUIT TO INTERIOR WALL 2
24" @ C.

EMT MALE ADAPTER ¢ PVvC FEMALE ADAPTER
FINISH FLOOR

FINISH GRADE

PvC CONDUIT W/ SWEEP ELL (TYP.
UNDEGROUND | OCATIONS)

NOTE: COORDINATE INSTALLATION OF CONDUIT WITH
CONSTRUCTION OF FOUNDATION AND FLOOR.

ELECTRIC CONTROLLER

12" ROUND VALVE BOX - BRAND
THE LETTER 'D' IN LID. REFER
TO TECHNICAL SPECIFICATIONS.

2" VALVE MARKER
%' CRUSHED GRAVEL SUMP 1 CU. FT.

M\/ FINISH GRADE

2' CL le@ PvC ACCESS SLEEVE -
LENGTH AS REQUIRED

%" FxF 8CH. 8@ PVC 20 ELL (2)
%4'xCL PvC NIPPLE SCH. 8@ (2)

¥,'x&6" SCH. 80 GALVANIZED STEEL NIPPLE
¥, BRASS GLOBE VALVE

%' MxF SCH. 4@ PVvC 2@ ELL

SOIL BLANKET COVERING SUMP

%'x4" PVYC NIPPLE SCH. 8@

%" CRUSHED GRAVEL sUMP.
SEE TECHNICAL SPECIFICATIONS
FOR sUMP sIZE

PvC PRESSURE MAINLINE

APPLY TEFLON TAFPE TO ALL MALE
THREADED PVC FITTINGS AND ALL NIPPLES

MANUAL DRAIN VALVE

REFER TO SHEET

11.01 IRRIGATION NOTES AND SCHEDULE
11.02 - 11.03 IRRIGATION PLANS

11.03 - 11.05 IRRIGATION DETAILS

SET LIP AT FINISHED GRADE

CURB AND GUTTER, SIDEWALK OR HARD
SURFACE WHERE APPLICABLE

MIPXFIP

- GEAR DRIVEN ROTOR

SCH. 42 PVC ELL (2)

2" SCH. 8@ PVYC NIPPLE

MIPxFIP

SCH. 42

NOTE:

20-00 D

SCH. 42 PVC 2@ ELL

PYvC LATERAL PIPING WITH

SLIPXFIPT PVvC FITTING

DIAMETERS OF FITTINGS AND NIPPLES SHALL
EQUAL ROTOR INLET DIAMETER

SET ROTOR PERPENDICULAR TO FINISH GRADE.
APPLY TEFLON TAPE TO ALL PVvC MALE
THREADED FITTINGS.

GEAR DRIVEN ROTOR

t+— UWIRELESS RAIN SENSOR - TOP

AND/OR ANY OBSTRUCTIONS

ADJUSTABLE LENGTH
MOUNTING ARM

SECURE BRACKET TO

EAVE VIA UOOD SCREWS
BUILDING EAVE

RAIN SENSOR

NOTE: MOUNT RAIN SENSOR RECEIVER
PER CONTROLLER DETAIL.

12" ROUND VALVE BOX. BRAND 'GV'
ON LID OF VALVE BOX. REFER TO
TECHNICAL SPECIFICATIONS.

FINISH GRADE

GATE VALVE

GATE VALVE W/ CROSS HANDLE AND
SOLID WEDGE DISC.

%' CRUSHED GRAVEL SUMP -
FILL BOX TO WITHIN 2" OF TOP
OF &' PVYC ACCESS SLEEVE®

BE NOTCHED AND CONTACT TOP OF
PRESSURE MAINLINE

TO EQUAL GATE VALVE DIAMETER

PvC PRESSURE MAINLINE

UNDISTURBED SOIL

SENSOR TO BE ABOVE GUTTER

&' CLASS le@ PYC SLEEVE BOTTOM TO

SCH. 40 PVC MALE ADAPTER (2) - SIZE

10

PvC LATERAL - 45 ELL

TO SPECIFIED DEPTH

SCH. 40 PVC REDUCING

MALE ADAPTER

RECTANGULAR VALVE BOX. BRAND LID
WITH CONTROLLER ¢ STATION * REFER TO
TECHNICAL SPECIFICATIONS. CENTER BOX
OVER ASSEMBLY.

—— FINISH GRADE

=M=

PROVIDE 12" CONTINUOUS COILS OF ALL
™MAINTENANCE" SPARE CONTROL/COMMON
WIRING WITHIN YALVE BOX

PvC BALL VALVE - FIPTxFIPT

ELECTRIC CONTROL VALVE

%" CRUSHED GRAVEL SUMP - FILL
BOX TO BOTTOM OF VALVE BODY
SCH. 82 PVC NIPPLE - LENGTH
AS REQUIRED

SERVICE TEE - SOLVENT WELD
OR GASKETED FITTING -
REFER TO SPECIFICATIONS

CONTROL WIRE BUNDLE

NOTE: DIAMETERS OF BALL VALVES, PVC FITTINGS AND NIPFPLES
SHALL EQUAL ELECTRIC CONTROL YALVE DIAMETER. VALVE BOXES
SHALL BE INSTALLED PARALLEL OR PERPENDICULAR TO ADJACENT
SIDEWALKS AND HARD SURFACES WHERE APPLICABLE. APPLY
TEFLON TAPE TO ALL MALE THREADED FITTINGS AND THREADED

NIPPLES.

ELECTRIC CONTROL VALVE

NOTE:
¢ CONCRETE PAD PENETRAT

IONS TO BE 1"

LARGER THAN TUBING DIAMETER.

o REFER TO ENCLOSURE DET

AlL FOR

CONCRETE PAD DIMENSIONS.

o DIAMETER OF FITTINGS, NIPPLE AND TUBING
SHALL EQUAL DIAMETER OF BACKFLOW
PREVENTER UNLESS NOTED OTHERWISE.

BRONZE UNION - SWxSW

&' THICK CONCRETE PAD -
LENGTH AS REQUIRED, 20"
MIN. WIDTH. TOP OF SLAB TO
BE I' ABOVE FINISH GRADE.

BOX - TYLER OR EQUAL

ADJUSTABLE CAST IRON STOi/

=

10

EQ

a4 a

RIGID

ME =

o~
TYPE 'K

PROTECTIVE ENCLOSURE -
REFER TO DETAIL
REDUCED PRESSURE
BACKFLOW PREVENTER

CxM ADAPTER (TWO REQUIRED)

QUICK COUPLING
YALVE - INSTALL AS
PER QCV DETAIL

-
PVC PRESSURE MAINLINE
| REFER TO IRRIGATION
) COPPER eCHEDULE

SOIL FILTER FABRIC
COVERING GRAVEL SUMP

STOP ¢ DRAIN VALVE - LINE SIZE

— |

=0=]

%" CRUSHED GRAVEL 8UMP - 2 CU. FT.
SERVICE LINE FROM WATER METER

BACKFLOW PREVENTER

REVIEW

NOT FOR
CONSTRUCTION

Know what's below.
Call before you dig.

CALL 3 BUSINESS DAYS IN ADVANCE BEFORE YOU
DIG, GRADE, OR EXCAVATE FOR THE MARKING OF

UNDERGROUND MEMBER UTILITIES.

=M=

12" ROUND VALVE BOX
BRAND 'QC" INTO VALVE
BOX LID. REFER TO
TECHNICAL SPECIFICATIONS.

FINISH GRADE

%' CRUSHED GRAVEL SUMP -
FILL BOX TO WITHIN 2" OF
BOTTOM OF QCV LID

QUICK COUPLING VALVE
I" BRASS NIPPLE LENGTH AS REQUIRED

LINE SIZE BRASS COUPLING

%'x12' REBAR STABILIZING STAKE
TYPICAL TWO SIDES PER QUICK
COUPLING VALVE LOCATION

A

LASCO *G 135-212 UNITIZED SWING
JOINT W/ BRASS INSERT STABILIZER
ELBOW. PROVIDE WITH 1" MIPT INLET

APPLY TEFLON TAPE TO ALL THREADED

QUICK COUPLING

SOLVENT WELD OR GASKETED FITTING
REFER TO SPECIFICAIONS

NIPPLES

VALVE

PRESSURE MAINLINEX!" PvC SERVICE TEE -

oooooo
oopooo

Dooooo
20 Dooooo

CONCRETE PAD

o
‘ !

L. C

=T g

— | ——
o I+

=

»H@ [

NOTES:

!
\

| —

¢ PAD PENETRATIONS FOR BACKFLOW PREVENTER RISERS TO

BE I' LARGER THAN RISER DIAMETER

e TOP SURFACE OF CONCRETE PAD SHALL BE I' ABOVE

FINISH GRADE.

e INSTALL ENCLOSURE ANCHORS AS PER MANUFACTURER'S

RECOMMENDATIONS.

¢ PROVIDE OUNER WITH KETED PADLOCK FOR ENCLOSURE.

BACKFLOW ENCLOSURE

BFP MODEL/SIZE ENCLOSURE MODEL X he
FEBCO 825Y %' ¢ I' SBBC-30AL 30" | 42
FEBCO 8257 4" ¢ 2 SBBC-45AL 45" | 57
FEBCO 825YA %" & I" SBBC-15AL B | 27
FEBCO 825YA 4" ¢ 2" SBBC-30AL 3Q" | 42

STRONGBOX ENCLOSURE
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NOTE: REFER TO TECHNICAL
SPECIFICATIONS FOR MINIMUM
TRENCH WIDTHS.

SPRAY HEAD
LATERAL PIPING OR
DRIP LINE HEADER.

FINISH
NG/ GRADE

ROTOR LATERAL
PIPING
BACKFILL MATERIAL (TYP.)
CONTROL WIRE BUNDLE OR TWO

WIRE COMMUNICATION CABLE
(PER SPECIFICATIONS)

TRENCH

PvC MAINLINE

h

11

FLUSH VALVE

PLANT MATERIAL
INDICATOR HEAD

PLANTER BED
WALL OR EDGER

PAVED SURFACE

24" MIN.

|

12" ™MIN.

CURB AND GUTTER

? (IF APPLICABLE)

35" MIN.

]y

g’vw ROUGH GRADE

—=— 2' PVvC PIPE SLEEVE MARKER -
INSTALL AT BOTH ENDS OF EACH
SLEEVE LOCATION AND EXTEND AT
LEAST 3' ABOVE GRADE. SPRATYT
EXPOSED PORTION OF MARKER
WITH GREEN FLUORESCENT PAINT.

@@

990

|

=]

SEAL ENDS OF SLEEVE WITH
CLOTH DUCT TAPE (TYPICAL)

‘M PvC SLEEVING (TTYPICAL)

e ALL SLEEVING TO BE CLASS le@ BE PVC, SIZE AS NOTED.

e INSTALL SLEEVES IN SIDE-BY-SIDE CONFIGURATION WHERE
MULTIPLE SLEEVES ARE TO BE INSTALLED. SPACE SLEEVES 4' TO
' APART. DO NOT STACK SLEEVES VERTICALLY.

IRRIGATION SLEEVING

NOTE:

DISTANCES VARY: CONTRACTOR
SHALL LOCATE FLUSH VALVE BOX TO
BE SCREENED BY PLANT MATERIAL
AND ACCESSIBLE. OPERATIONAL
INDICATOR SHALL BE LOCATED FOR

EASY VISIBILITY DURING OFPERATION

POLY PIPE FROM
EXHAUST HEADER

OR DRIP LATERAL

DRIP FLUSH VALVE

SECTION

INDICATOR)

2" POP-UP SPRAY HEAD WITH
CLOSED NOZZLE COVER AND
SUWING PIPE (ZONE OFPERATIONAL

12

2" MIN

@' ROUND VALVE BOX WITH
COVER - BRAND 'DB" INTO VALVE
BOX LID. REFER TO TECHNICAL

CLAMP

Ccu. F1.)

SPECIFICATIONS.

‘ ‘HJ§|11|§[|/| FINISH GRADE

VALVE BOX.

%' PYC BALL VALVE WITH 3" PVC
INSXMIPT ADAPTER AND $6.

¥,' DRIP TUBING - COIL
SUFFICIENT LENGTH IN BOX TO

EXTEND HOSE ADAPTER OUTSIDE
OF VALVE BOX.

%" WASHED RIVER ROCK sSUMP (I

DEFLECT TUBING TO PERMIT
ENTRY THROUGH BOTTOM OF

INSERT TEE WITH CLAMPS

FINISH GRADE

PvC SCH. 42 ELL

PvC SCH. g2 NIPFPLE

24" COILED WIRE

WATERPROOF SPLICE

O dh OSSN

ONPOSs
Yo &l Yo &

STANDARD VALVE BOX - BRAND BOX LID
W/ CONTROLLER AND STATION NUMBER -

TTT=—=1TT—T7 REFER TO TECHNICAL SPECIFICATIONS.

DRIP YALVE ASSEMBLY
(SEE SCHEDULE)

VALVE SIZE MIPTxINS. PYC ADAPTER

STAINLESS STEEL WORM GEAR OR
PINCH CLAMP

VALVE SIZE POLY PIPING -
SUEEP TO SPECIFIED DEPTH

2" PVYC SCH. é2 NIPPLE

PVYC SCH. 49 TEE OR ELL
PvC MAINLINE

DRIP VALVE

NOTE:

3' MIN. DEPTH 2"
WASHED GRAVEL

LINE SIZE PYC BALL VYALVE

INSTALL ASSEMBLY TO REST ON GRAVEL SUMP.
CONTAIN ENTIRE ASSEMBLY WITHIN BOX. NO
VALVE BOX EXTENSIONS WILL BE ACCEPTED.
PROVIDE 2'-4" CLEARANCE BETWEEN TOP OF
CONTROL VALVE SOLENOID AND BOTTOM OF
VALVE BOX LID. TOP OF VALVE BOX TO BE
FLUSH WITH FINISH GRADE. VALVE BOX SHALL
NOT REST ON DRIP TUBING.

PLANTING BACKFILL MATERIAL

13

POLY DRIP TUBING

PLANT ROOTBALL

ROOTBALL

EMITTER - STAKE TO EDGE OF

EMITTER TUBING - 60"
MAXIMUM LENGTH

f

PLAN 4.1 +)-6LOPE
SECTION
PLANT SIZE EMITTER EMITTER QTY. AT MULCHED EMITTER QTY. AT NATIVE
FLOW RATE BED LOCATIONS SEED LOCATIONS NOTES:
1 - 2 GALLON MATERIAL @5 GPH ONE EACH ONE EACH
5 GALLON MATERIAL @5 GPH TWO EACH TWO EACH o
MAXIMUM OF 2°.
%' CALIPER TREE 12 GPH THREE EACH FOUR EACH .
INSTALLATION.
2" CALIPER TREE 1@ GPH FOUR EACH SIX EACH .
ROOT BALL.
2" CALIPER TREE 1.2 GPH SIX EACH EIGHT EACH
3' CALIPER TREE @ GPH EIGHT EACH TEN EACH
3" CALIPER TREE @ GPH NINE EACH ELEVEN EACH
4" CALIPER TREE 1@ GPH TEN EACH TWELVE EACH PLAN.
o FT. CONIFEROUS TREE 1@ GPH FOUR EACH SIX EACH
FOLLOWS:
& FT. CONIFEROUS TREE 1.2 GPH SIX EACH NINE EACH
1@ FT. CONIFEROUS TREE 1.2 GPH EIGHT EACH TWELVE EACH
12 FT. CONIFEROUS TREE 1.2 GPH TEN EACH FOURTEEN EACH

DRIP EMITTER

WITH OPERATIONAL INDICATOR

REFER TO SHEET

11.01
11.02 - 11.03 IRRIGATION PLANS
11.03 - 11.05 IRRIGATION DETAILS

IRRIGATION NOTES AND SCHEDULE

PLANT MATERIAL

EMITTER - REFER TO SCHEDULE FOR

EMITTER QUANTITY. REFER TO

SPECIFICATIONS FOR MANUFACTURER AND

MODEL NUMBER

MULCH LATER
EMITTER MICRO-TUBING

4"

POLY DRIP TUBING - RE:
TECHNICAL SPECIFICATIONS

&' 1© GAUGE JUTE STAKE OR
APPROVED EQUAL

CONTRACTOR SHALL ADJUST SCHEDULING ACCORDINGLY.

o INSTALL EMITTERS ON OPPOSING SIDES OF ROOTBALL. THREE OR MORE EMITTERS SHALL
BE EQUALLY SPACED AROUND ROOT BALL.
EMITTERS ARE TO BE INSTALLED TO CLEAR SURFACE BY A MINIMUM OF I' AND A

FLUSH ALL LINES THOROUGHLY, INCLUDING EMITTER MICRO-TUBING PRIOR TO EMITTER
IF PLANTING ON A 4:1 S| OPE OR STEEPER, INSTALL BOTH EMITTERS ON UPHILL SIDE OF

e EMITTERS SHALL BE SELF-FLUSHING, PRESSURE COMPENSATING-TYPE UNLESS NOTED
OTHERWISE WITHIN TECHNICAL SPECIFICATIONS.
o DRIP VALVE ZONES ARE DESIGNED TO ACCOUNT FOR DIFFERENCES IN PLANT
REQUIREMENTS (HTDROZONES) AND SUN EXPOSURE.
o CONTRACTOR SHALL ENSURE HYDROZONES ARE VALVED SEPARATELY AS SHOWN ON

o SITE CONDITIONS MAY DICTATE THAT MULTIPLE SUN EXPOSURES ARE VALVED TOGETHER
DURING THE DESIGN PROCESS. CONTRACTOR SHALL ADJUST EMITTER SCHEDULE AS

oo EMITTER QUANTITIES SHALL REMAIN THE SAME BUT EMITTER GALLONAGES SHALL BE
DOUBLED FOR PLANTS WITH SOUTH AND WEST EXPOSURES.
oo EMITTER QUANTITIES AND GALLONAGE SHALL BE AS SHOUWN IN SCHEDULE FOR PLANTS
WITH NORTH AND EAST EXPOSURES.
oo PLANTINGS WITH NORTH AND EAST EXPOSURE SHALL DICTATE VALVE RUN-TIMES AND
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BELOW GRADE

REVIEW

NOT FOR
CONSTRUCTION

Know what's below.
Call before you dig.

CALL 3 BUSINESS DAYS IN ADVANCE BEFORE YOU
DIG, GRADE, OR EXCAVATE FOR THE MARKING OF
UNDERGROUND MEMBER UTILITIES.
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